LED Solar Streetlight

Solar Cell
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Specification
Solar Cell Mono-crystalline 156 x156 mm
Dimension 610x810x30mm
No.of cells 36 (4x9)
Rating power at STC (Wp) 60W
Open circuit voltage (Voc) 22.4V
Short circuit current (Isc) 8.33A
Rated current (Im) 7.95A Frame
Module efficiency (%) 14.16% "
dSS
Power tolerance +5%
Rated voltage (Vm) 17.6V I
Operation Temperature From -40 to+85 C° Solar Cells
Typical Application 12V DC Encapsulant
Max series fuse rating 10A R
Weight 1ol Kg Junction Box
Maximum system voltage DC600v (UL)/DC1000v (IEC)
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Charge Controller

® SINe

INTELLIGENT WIRELESS MPPT
SOLAR CHARGE CONTROLLER
WITH STEP-UP LED DRIVER

MPPT

| SR-MH60

Specification
Rated charge current 10A
Rated discharge current 10A
System Vollage 12V /24V Auto
Max solar panel voltage 40V
130% (maintain for 60 secs)

Over load protection 160% (maintain for 5 secs)

Over-load (immedialely shut down)
Self-consume <6mA
Charge circult voltage drop <(0.26V
discharge circult voltage drop <(0.15V
Equalize charging voltage 14.8V
Bulk charging voltage 14.2V
Acceplance voltage 14.2V
Float charging voltage 13.8V
Charge return voltage 13,2V
Discharge stop voltage 11.2V
Temperature compensation -4mV /°c/2V
Operating temperature -35°¢c-55°C
Dimension 140*90*28mm
Weight 210g
Waranty 3 Years
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Battery Lithium-Iron

Specification
Nominal Voltage 12V
Nominal Capacity(10HR) 35AH
Length 330+3mm (12.99 inches)
Width 173+2mm (6.81 inches)
Dimension Container height 220+2mm (8.66 inches)
Total Height (with Terminal) 220+2mm (8.66 inches)
Weight Approx 5 kg
Standars teminal Threaded Insert 6mm STUD
Rated 20 hour rate (5.56 A) | 111 AH [ntial charging current less
capacity 10 hour rate (10.3A) | 103 AH than 30A. Voltage
5hourrate (18.5A) | 92.5 AH Cycle 14.4V~15.0V at 25°C (77°F)
3 hourrate (27.7A) | 83.1 AH | Constant- Temp. Coefficient -30mV /°C
1 hourrate (67A) |67 AH Voltage
Capacity 40°C (104°F) 103% Charge No limit on Intial Chargeing
affected by 25°C {77°F) 100% Current voltage 13.5V~13.8V
temperature | 0°C  (32°F) 86% standby | at 25°C (77°F) Temp.
Internal Fully charge battery Coefficient -20mV/°C
Resistance (25°C, 77°F) 4.3m(}
Steel box IP 45

Width(W)

Helght (H)

Depth (D)

440 mm

610mm

230mm
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LED STREETLIGHT

Applications LUMINOUS DISTRIBUTION CURVE

e Architectural lighting, street lighting

45° 800 45°

Specification /) T \L "\
Parameter Value
Size 458x165x95 mm
Color Temperature 6,500 £ 500K
Luminous Flux 2,900 Im
Luminous Efficiency 183 Im/W
Color Rendering Index 80 Ra
[Input Voltage DC18-19V
Rate Power 16 W
Operating Temperature -40 - 50 Celsius
Work Life >60,000 Hours
Type of Driver Without Driver
International Protection Rating M1A module = IP65
Net Weight 0.8 kg
Waranty 3 Years




